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ROBB AVE.

THIS PLAN IS INTENDED TO PROVIDE THE CONTRACTOR
WITH A GENERAL UNDERSTANDING OF THE REMOVALS,
RELOCATIONS, AND ABANDONING REQUIREMENTS. IT IS

NOTES:

1. ALL STORM MANHOLES TO BE ABANDONED ARE TO:
- HAVE THE FRAME/CASTING AND LID REMOVED;

THE CONTRACTOR'S RESPONSIBILITY TO FAMILIARIZE
THEMSELVES WITH EXISTING SITE CONDITIONS. ANY
REMOVALS, RELOCATIONS, AND ABANDONING NOT
EXPLICITLY IDENTIFIED ON THIS PLAN WILL BE

- HAVE ALL INLETS/OUTLETS PLUGGED WITH
NO-SHRINK CONCRETE;

- BE FILLED WITH PIT RUN GRAVEL COMPACTED TQ
95% MODIFIED PROCTOR DENSITY; AND,

SEE MCSL ROBB AVENUE UPGRADE - ANDERTON ROAD TO
PRITCHARD ROAD GEOTECHNICAL REPORT DATED
NOVEMBER 25, 2015, SECTIONS 7.2 & 7.3 - OPTION 2, FOR
SUB-GRADE DENSIFICATION & PARTIAL DEPTH REMEDIATION
REQUIREMENTS.

CONSIDERED INCIDENTAL TO THE CONTRACT.

ALL ITEMS SHOWN IN ON THIS SHEET ARE TO BE REMOVED

ALL ITEMS SHOWN IN ON THIS SHEET ARE TC BE RELOCATED

ALL ITEMS SHOWN IN ON THIS SHEET ARE TO BE ABANDONED N PLACE

m DRIVEWAY ASPHALT OR CONCRETE TO BE REMOVED

L552] ROADWAY ASPHALT TO BE REMOVED

8) TREE REMOVAL

- BE PAVED / LANDSCAPED OVER.
2. UP/DOWN STREAM OF EXISTING STORM SERVICE AND CATCH BASIN LEAD
CONNECTION TO ABANDONED STORM MAIN TO BE CAPPED WITH
NO-SHRINK CONCRETE.
3. HEDGE REMOVAL OR TRIMMING MAY BE REQUIRED ALONG LOTS
FRONTING THE PROJECT. SUCH EFFORT WILL BE CONSIDERED INCIDENTAL
TO THE CONTRACT.
4. LANDSCAPING REMOVAL EXPECTED ALONG ALL FRONTAGES.
CONTRACTOR TO COORDINATE IRRIGATION REMOVAL (IF PRESENT) WITH
HOMEOWNERS PRIOR TO WORK WITHIN EXISTING LANDSCAPING AREAS.
5. ALL ROAD SIGNS TO BE RELOCATED:
- ARE TO HAVE EXISTING LOCATION NOTED IN FIELD.
- ARE TO BE REVIEWED BY A TOWN PUBLIC WORKS
REPRESENTATIVE, FOR SUITABILITY, PRIOR TO
STORAGE.
-ARE TO BE STORED IN A SECURE LOCATION TO
PREVENT THEFT AND DAMAGE.

SEE TREE ASSESSMENT FOR ROBB AVENUE UPGRADE:
ANDERTON ROAD TO PRITCHARD ROAD ADDENDUM: DESIGN
CHANGE FROM CHURCH ST. TO PRITCHARD RD., DATED
JANUARY 12, 2016, AS PREPARED BY STRATEGIC NATURAL
RESOURCE CONSULTING INC., FOR PROJECT TREE IMPACT
ASSESSMENT AND RECOMMENDATIONS.

NOTWITHSTANDING THE CONTENTS OF THIS REPORT, THE
CONTRACTOR SHALL MAKE HIS OWN ASSESSMENT OF
REQUIRED TREE / HEDGE REMOVALS AND INCLUDE THIS
EFFORT WITH THE TENDER PRICE. NOTE THAT THE
CONTRACTOR MUST RATIONALIZE ALL TREE / HEDGE
REMOVALS (IN WRITING) AND SUBMIT TO THE PROJECT
ENGINEER FOR APPROVAL, PRIOR TO UNDERTAKING THE
WORK.
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